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REFERENCE KEYNOTE
& AND THE SCOPE OF WORK ON THIS PROJECT AS DEFINED BY THE CONTRACT DOCUMENTS INCLUDES AIA-CSI-BOCA
L ANGLE THE FOLLOWING:
@ AT
¢ CENTERLINE ROOM NAME e REMOVE AND DISPOSE OF ALL EXISTING EPDM ROOF SYSTEM MATERIALS DOWN TO THE EXISTING WOOD ROOF 350 GRANITE STREET, SUITE 1103, BRAINTREE, MA 02184
° DEGREES ROOM TAG DECK; INCLUDING ALL ROOF FLASHINGS, EDGE METAL, PARAPET CAPS, AND ALL ASSOCIATED FASTENERS AND TEL. 617-773-8150 FAX 617-773-4902
@ DIAMETER OR ROUND XXX ACCESSORIES. www.wesslingarchitects.com
# POUND OR NUMBER e BASE BID: INSTALLATION OF A NEW 72 MIL THERMOPLASTIC PVC ROOF ASSEMBLY; INCLUDING 5-1/2” MINIMUM ~
(E) EXISTING THICK POLYISO INSULATION, VAPOR RETARDER, CRICKETS, ROOF EDGE BLOCKING, FLASHINGS AND ALL g CONSULTANTS-
+ APPROXIMATELY ASSOCIATED ACCESSORIES. N '
ACT ACOUSTICAL CEILING TILE XXX DOOR TAG ALTERNATE #1: INSTALLATION OF A NEW 90 MIL EPDM ROOF ASSEMBLY; INCLUDING 5-1/2” MINIMUM THICK 3
AFF ABOVE FINISHED FLOOR POLYISO INSULATION, VAPOR RETARDER, CRICKETS, ROOF EDGE BLOCKING, FLASHINGS AND ALL ASSOCIATED A
ALUM ALUMINUM ACCESSORIES. @
APPROX APPROXIMATE o
BOD BOTTOM OF ROOF DECK I% PARTITION TYPE e INSTALLATION OF NEW SOLDERED COPPER COPING CAPS AT PARAPET WALLS AND CHIMNEY CAPS. o) DRAWIN
BOT BOTTOM e  OTHER MISCELLANEOUS ROOFTOP WORK AT THE BUILDING AS CALLED FOR IN THE PROJECT DRAWINGS. g SKET CHcég‘
CG CORNER GUARD e  BASE BID INCLUDE ALLOWANCE OF 250' OF WALK WAY ROLL OR ALTERNATE #1 INCLUDE ALLOWANCE OF 100 SHEET g ISSUED DURING
cl CONTROL JOINT
< CONTR( m WALK WAY PADS. LOCATION OF BOTH TO BE DETERMINED IN FIELD WITH BUILDING ENGINEERING. NUMBER DRAWING TITLE é’ CONSTRUCTION
cLOS CLOSET X
cMU CONCRETE MASONRY UNITS A0 DETAIL CALL OUT
coL COLUMN GENERAL
CONC CONCRETE
il il N G-000 | COVER SHEET e
CPT CARPET / \ G-001 GENERAL REFERENCE SHEET e
cT CERAMIC TILE
DBL DOUBLE \
DEPT DEPARTMENT / DETAIL CALLOUT ARCHITECTURAL
DF DRINKING FOUNTAIN n _
on  DuwETER ‘J\ BUILDING CODE REVIEW =
DIM DIMENSION W A-501 ROOF DETAILS e
DISP DISPENSER
v o ® 34 FARNSWORTH
DWG DRAWING n APPLICABLE BUILDING CODES:
DS DOWN SPOUT DETAIL CALLOUT
EA EACH W e BUILDING CODE: 780 CMR 9TH EDITION (2015 IBC WITH MA AMENDMENTS AND 2018 [ECC WITH ST R E ET RO O F
e ComsonionT MAAVENDIENTS)
ELEV ELEVATION EXISTING BUILDING CODE: 780 CMR, CHAPTER 34 (2015 IEBC WITH MA AMENDMENTS) RE F) LAC E M E N T
EMER EMERGENCY ENERGY CODE: 780 CMR CHAPTER 13 ENERGY EFFICIENCY (2018 IECC WITH MA AMENDMENTS)
ESPT ESB;AI?LMENT 34 FARNSWORTH STREET
EXIST EXISTING l SECTION CALLOUT BOSTON, MA 02210
EXP EXPANSION CLIENT:
EXT EXTERIOR
FD FLOOR DRAIN
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER CABINET n C U S H MAN AN D
FHC FIRE HOSE CABINET
ELEVATION CALLOUT
i FINISH FLOOR \AXXX ) ONEATST GENERAL NOTES WAKEFIELD
FIN FINISH
FL FLOOR
FL/FL FLOOR TO FLOOR
FT FIRE TREATED < 99 HIGH STREET, SUITE 801
GA GAUGE 2 BOSTON, MA 02110
GALV GALVANIZED ﬁ ELEVATION CALLOUT 1. DIMENSIONS, QUANTITIES, AND CONDITIONS SHOWN ON THESE DRAWINGS ARE ASSUMED BY
GC GENERAL CONTRACTOR 2 THE ARCHITECT BASED UPON AVAILABLE INFORMATION. THE CONTRACTOR SHALL, PRIOR TO
GFI GROUND FAULT INTERRUPT THE START OF CONSTRUCTION, VERIFY ALL EXISTING CONDITIONS, DIMENSIONS, AND
GND GROUND QUANTITIES. PROVIDE A COMPLETE FIELD LAYOUT OF THE PROJECT SITE AND NOTIFY THE
ﬁ;’VB ﬁZ\ZSDLfCMAx‘F’,’EEL BOARD ARCHITECT OF ANY DEVIATIONS OR CONFLICTS WITH THESE DRAWINGS.
HB HOSE BIB INTERIOR ELEVATION CALLOUT
He HOLLOW CORE 2. THE DRAWINGS ARE NOT TO BE SCALED. THE GENERAL CONTRACTOR IS TO REFER TO THE
HM HOLLOW METAL DIMENSIONS INDICATED OR THE ACTUAL SIZES OF CONSTRUCTION ITEMS. WHERE NO
HR HOUR DIMENSION OR METHOD OF DETERMINING A LOCATION IS GIVEN, VERIFY CORRECT LOCATION
HGT HEIGHT WITH THE ARCHITECT PRIOR TO INSTALLATION.
HWH HOT WATER HEATER & REVISION TAG
INSUL INSULATION 3. THE DRAWINGS AND REFERENCED DETAILS HAVE BEEN DIMENSIONED IN ORDER TO ESTABLISH
INT INTERIOR THE CONTROL AND GUIDELINES FOR FIELD LAYOUT. WHERE A DISCREPANCY EXISTS BETWEEN
JAN JANITOR THE DRAWING AND THE DETAIL, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT FOR
T JOICNT CLARIFICATION PRIOR TO INSTALLATION. ALL INFORMATION SHALL BE VERIFIED BY THE
KIT KITCHEN GENERAL CONTRACTOR INTO THE PROJECT AS-BUILTS DRAWINGS AND SUBMITTALS.
LA LABORATORY MATERIAL INDICATIONS
t’é‘c/ téXSTc%FZYTED COPPER 4. THE BUILDING SHALL BE MADE WATERTIGHT AT THE END OF EACH WORK PERIOD OR IF
VIAX MAXIM INCLEMENT WEATHER THREATENS.
UM ?\
MECH MECHANICAL
ML METAL 5. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO CONFORM TO ALL FEDERAL, ?O ,\\
STATE AND LOCAL BUILDING AND ZONING CODES.
m:ENR mmmﬁw"m fm BATT INSULATION $O« 00
MISC MISCELLANEOUS 6. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR AND THE SUBCONTRACTORS TO '\?*
MO MASONRY OPENING REVIEW ALL DRAWINGS, PROJECT MANUAL, ADDENDA, ETC. IN ORDER TO ASSURE THE $6
MR MOISTURE RESISTANT LT COORDINATION OF ALL WORK AFFECTING EACH TRADE. FAILURE TO REVIEW AND COORDINATE (~O
NIC NOT IN CONTRACT EEmm=mes BRICK MASONRY UNIT ALL CONTRACT DOCUMENTATION BY THE GENERAL CONTRACTOR WITH ALL THE Y ROFESSIONAL
NTS NOT TO SCALE SUBCONTRACTORS FOR APPLICABLE ITEMS OF THE WORK SHALL NOT RELIEVE THE
83 8BTCSEIBT5DRIAMETER RESPONSIBLE PARTY FROM PERFORMING ALL WORK SO REQUIRED AS PART OF THE PREPARED BY A LICENSED ARCHITECT
OH OVERHEAD BRICK MASONRY UNIT CONTRACT. LOC U S P LAN Any changes to this item can be a viqlation of the
OPPHND  OPPOSITE HAND law unless altered by a licensed architect. Any
PL " INFORM THE ARCHITEGT OF ANY DISCREPANGIES IN THE DOGUMENTS AND TO OBTAN alteration made to this tem must be accompanied by
P LAM PLASTIC LAMINATE a specific description of change or changes made;
pLY PLYWOOD R _ CONCRETE CLARIFICATION ON ALL ITEMS AFFECTING CONSTRUCTION COST FOLLOWING THE REVIEW OF q atz Cr'] ;n o Wa's r'n ade. as W%” as the Sgeal of the
PR PAIR 4.9 & THE DRAWINGS, PROJECT MANUAL, ADDENDA, ETC. PRIOR TO THE SUBMISSION OF THE BID. : ge\ ’
bTD DAINTED licensed architect who made or oversaw the
ar QUARRY TILE 8. THE GENERAL CONTRACTOR IS TO VISIT THE SITE WITH ALL SUBCONTRACTORS PRIOR TO changes.
RCP REFLECTED CEILING PLAN T T T ] CONCRETE MASONRY UNIT BIDDING IN ORDER TO FAMILIARIZE THEMSELVES WITH THE EXISTING CONDITIONS AND THE h
RD ROOF DRAIN T T T 1 IMPACT OF THE PROPOSED NEW WORK INDICATED IN THE DRAWINGS AND SPECIFICATIONS.
REF REFERENCE ANY QUESTIONS REGARDING THE COORDINATION OF NEW WORK OR EXISTING CONDITIONS
REIN REINFORCED WILL BE SUBMITTED TO THE ARCHITECT IN WRITING PRIOR TO THE BID SUBMISSION. THE
REQD REQUIRED —| | |—| | | ARCHITECT WILL RESPOND TO ALL QUESTIONS WITH WRITTEN CLARIFICATIONS SUBMITTED TO
RESIL RESILIENT 11— EARTH ALL BIDDERS.
REV REVISION
2('\)" QSSGMH OPENING 9. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL SCOPE OF THE WORK AFFECTING BOTH
ROW RIGHT OF WAY TSSOSO GRAVEL EXISTING CONDITIONS TO REMAIN AND NEW WORK. NO 'CHANGE REQUESTS' WILL BE
RTU ROOE TOP UNIT CONSIDERED FOR ANY WORK WHICH THE GENERAL CONTRACTOR DID NOT BECOME FAMILIAR 092722 | 1SSUED FOR BID
sc SOLID CORE WITH DURING THE SITE VISIT, FIELD REVIEW OR SURVEY. i
SCHED SCHEDULE MARK | DATE | DESCRIPTION
SE SQUARE FEET METAL PANEL INFILL 10. REFER TO THE PROJECT MANUAL FOR SPECIFICATIONS OF ITEMS. REQUIREMENTS OF THE
SIM SIMILAR SPECIFICATIONS APPLY TO ALL ASPECTS OF THE WORK AND ARE INDICATED AS ADDITIONAL ISSUE:
SPEC SPECIFICATION INFORMATION FOR EACH ITEM SPECIFIED. IF DISCREPANCIES EXIST BETWEEN THE
sQ SQUARE SPECIFICATION AND DRAWINGS, THE MORE STRINGENT REQUIREMENT SHALL PREVAIL. THE PROJECT NO.: 22092
SS STAINLESS STEEL PLYWOOD GENERAL CONTRACTOR IS TO NOTIFY THE ARCHITECT OF ANY DISCREPANCIES IN ORDER TO
gg g_(r):'\ll\lgA'll;F;ANSMISSION COEFFICIENT OBTAIN CLARIFICATION. DRAWN BY: TL
CHECKED BY:
gl(_)R g(EDERLAGE 11. THE CONTRACTOR IS TO PERFORM NEW WORK IN ACCORDANCE WITH ESTABLISHED INDUSTRY \ MSW
DRAWING SCALE:
STRUCT STRUCTURAL RIGID INSULATION PRACTICES PER NRCA AND SMACNA STANDARDS. AS NOTED
SuUSP SUSPENDED
TEL TELEPHONE 12. ALL ITEMS NOTED AS EXISTING ARE TO REMAIN UNLESS OTHERWISE NOTED. \
SHEET TITLE:
T&G TONGUE AND GROOVE 13. ALL ITEMS SHALL BE CONTINUOUS UNLESS OTHERWISE NOTED \
TO TOP OF STEEL : : E N E RAL
TOS TOP OF SLAB ROOF AREA IN G
v TELEVISION CONTRACT
e T REFERENCE
uL UNDERWRITER LAB —— WOOD
vVCT VINYL COMPOSITION TILE —_——ee— S H E ET
VEST VESTIBULE
VIF VERIFY IN FIELD N
VWC VINYL WALL COVERING
W/ WITH
WB WOOD BASE _
WC WATER CLOSET SHEET:
WD WOO0D
W/0 WITHOUT
WWF WELDED WIRE FABRIC —

DO NOT SCALE DRAWING
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p ROOF DRAIN. ——f- EXISTING ROOFTOP ELEVATED REMOVE EXISTING EPDM ROOF SYSTEM DOWN TO THE WOOD ROOF DECK. BASE

BASE BID: NEW 72 MIL MECHANICAL DUCTWORK ATOP SLEEPER BID: INSTALL A NEW 72-MIL THICK THERMOPLASTIC PVC ROOF SYSTEM. REFER TO E S S LI N ‘ ;

THERMOPLASTIC ROOF MEMBRANE Oyp EXISTING VENT PIPE PENETRATION. i SUPPORTS @ EXISTING AND NEW ROOF ASSEMBLY DETAILS ON THIS SHEET FOR MORE

ALTERNATE 1: 80-MIL EPDM INFORMATION. ALTERNATE #1: INSTALL A NEW 90-MIL THICK ETHYLENE PROPYLENE
EXISTING ELASTOMERIC MEMBRANE % EXISTING PIPE PENETRATION. DIENE MONOMER ROOF SYSTEM IN LIEU OF A PVC SYSTEM. ARCHITECTS

NEW INSULATION CRICKET. (5"/FT MIN.
ROOF TO BE REMOVED NEW %" THICK HD o EXISTING ELECTRICAL CONDUIT ve )
AND DISPOSED OF POLYISOCYANURATE E PENETRATION. REMOVE ALL EXISTING DRAINS AND INSTALL ALL NEW DRAIN ASSEMBLIES, AIA-CSI-BOCA
- INCLUDING BOWLS, STRAINERS, CLAMPING RINGS, ETC. REFER TO DETAIL 3/A-502.
EXISTING POLYISO COVER BOARD. e e @ EXISTING EXHAUST FAN o
INSULATION TO BE ‘ i . EF ' % ROOF SLOPE INDICATOR (DOWN)(7%"/ FT 350 GRANITE STREET, SUITE 1103, BRAINTREE, MA 02184
REMOVED AND DISPOSED ; g Eg{vaSggﬁng\'ATE e EXISTING WALL-MOUNTED ELECTRICAL VL) @ INSTALL NEW FULLY SOLDERED COPPER CAPS. REFER TO DETAIL 1/A-501 FOR TEL. 61;-7736'55313&]Fé\r:?tgclt?zg;'4902
OF (V.I.F. THICKNESS b | ) www.wesslingarchi .
( ) o L INSULATION: ADHERED WITH 2° NOTE: ROOF ASSEMBLY AND PANEL. PARAPET COPING CAPS AND DETAILS 2&3/A-501 FOR CHIMNEY CAPS.
o | MIN. THICK MECHANICALLY ROOF EDGE SECUREMENT TO MAIN BUILDING ENTRANCE FOR ROOF
EXISTNGBUILTUPROOF— . .~ . = - CONTRACTORS CONSULTANTS:
70 BE REMOVED AND m BT S C ATTACHED BASE LAYER - MEET UPLIFT REQUIRMENTS EXISTING SATELLITE DISH MOUNTED ON @ EXISTING ROOF HATCH TO REMAIN. INSTALL NEW NON-PENETRATING SAFETY RAIL :
DISPOSED OF (ASSUMED === \ \\ \: = \ EQUIVALENT TO FM 1-90 IN SLEEPERS. SYSTEM ATTACHED TO ROOF HATCH CURB. REFER TO DETAIL 2/A-502.
TO EXIST - V.LF.) \ \ NS THE FIELD OF THE ROOF, === = ] EXISTING ROOF HATCH
CCUNUINNINEON NEW SELF ADHERED VAPOR FM 1-135 IN THE ROOF [RTUJ T AC | |8 G RO O o e e RH @ INSTALL NEW ZINC COATED COPPER COUNTERFLASHING AT EXISTING

EXISTING TONGUE ———| PERIMETER AND FM-1-180 IN i THROUGH-WALL FLASHING. REFER TO DETAIL 6/A-501.
AND GROOVE WOOD THE ROOF CORNERS.
ROOF DECK TO EXISTING TONGUE ARD EXISTING PARAPET WALL. ] EXISTING CURB

GROOVE WOOD ROOF DECK c
REMAIN @ INSTALL NEW ROOF FLASHING AND METAL COUNTERFLASHING AT EXISTING

@ - EQUIPMENT CURB. REFER TO DETAIL 8/A-501.
CHIMNEY. NEW WOOD SLEEPER
CH
EXISTING ROOF SYSTEM CROSS SECTION NEW ROOF SYSTEM CROSS SECTION —
2 = 3 L T T - SURFACE RUN ELECTRICAL CONDUIT @ INSTALL NEW ROOF FLASHING, STAINLESS STEEL CLAMPING RING, AND SEALANT
3"=1"-0" I-——— 3"=1"-0" I-——— MOUNTED ON PIPE SUPPORTS. EXISTING NON PENETRATING GUARDS TO AT EXISTING ROOF PENETRATION. REFER TO DETAIL 9/A-501.
( 9:6 ) REMAIN
REMOVE AND REPLACE ALL WOOD SLEEPERS, TYPICAL. REFER TO DETAIL 4/A-501.

EXISTING PIPE / CONDUIT SUPPORTS TO REMAIN. INSTALL NEW ADHERED ROOF

MANUFACTURER’S WALKWAY PAD UNDERNEATH EACH PIPE SUPPORT, TYPICAL.

REFER TO SIMILAR DETAIL 4/A-501. PROJECT:

INSTALL NEW COPPER EDGE METAL. REFER TO DETAIL 7/A-501. 34 FARN SWO RTH
EXISTING WALL MOUNTED ANTENNAE. REMOVE AND SUPPORT ANTENNAE AS ST R E ET RO O F

REQUIRED DURING ROOF REPLACEMENT WORK. RE-INSTALL FOLLOWING
COMPLETION OF NEW WORK, SET MOUNTING BRACKETS IN A BED OF SEALANT RE P LAC E M E N T
AND SEAL THE TOPS AND SIDES OF THE BRACKETS.

/

EXISTING ADJACENT
BUILDING N.I.C.

@ | ©

ROOF AREA B

ELEVATION = 74'-0" +/-

)

52'-0"+/- V.I.F.
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34 FARNSWORTH STREET
BOSTON, MA 02210
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PROFESSIONAL
TYPICAL
44— — S . ( PREPARED BY A LICENSED ARCHITECT
% W 5 / Any changes to this item can be a violation of the
; . .

law unless altered by a licensed architect. Any
% E | \ @7 alteration made to this item must be accompanied by
O o e a specific description of change or changes made;

— % @ L P % F date change was made, as well as the seal of the
! N=g

N ) N7 J licensed architect who made or oversaw the
2N, =N, changes.

K

>> TYPICAL
| TYPICAL

|T|
5
5
%
|
.
iz

TYPICAL

TYPICAL

09-27-22 | ISSUED FORBID

ROOF AREA A

E MARK DATE DESCRIPTION

ISSUE:

ELEVATION = 75'-0" +/-

PROJECT NO.: 22092

V

DRAWN BY: TL

CHECKED BY: MSW

(8) o
DRAWING SCALE: AS NOTED

‘% SHEET TITLE:
ROOF PLAN

A-501

CH CH CH

SHEET:

- 3 98-1Y," +/- V.LF. l \ 1 01
ROOF PLAN
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EXISTING COPPER THROUGH Y, @E S S LI N G
WALL FLASHING TO REMAIN
NEW COPPER CLIP-ON COUNTER
FLASHING; SECURE WITH WEDGE\ /, AIA-CSI-BOCA
AND CLIPS AT 8" O.C. Al
> | 37"x21" £ CHIMNEY, V.I.F. 350 GRANITE STREET, SUITE 1103, BRAINTREE, MA 02184
= ) EXISTING CHIMNEY OAR.__
E | TO REMAIN ' '
EXISTING BRICK MASONRY WALL °
I NEW COPPER CHIMNEY |__—NEW COPPER CHIMNEY CONSULTANTS:
NEW 1/2" CDX PLYWOOD N I CAP WITH DRIP EDGE CAP WITH DRIP EDGE '
2" MIN. | AND CONTINUOUS AND CONTINUOUS
— ol CLEAT AS SHOWN; CLEAT AS SHOWN;
il FULLY SOLDERED FULLY SOLDERED
NEW VERTICAL TERMINATION <
BAR FASTENED AT 6" O.C. / I
|
NEW FLASHING MEMBRANE i EXISTING BRICK | A
x MASONRY TO REMAIN
~ e :
SR
533 |
<=S |
= Loo I NEW SEALANT NEW SEALANT
= s <
Fro J
\\ \\ \%\ K k \ PROJECT
s \ROOF TO WALL FLASHING STREET ROOF
3r=1".0" 0 = 2H" ay & 3 NEW CHIMNEY CAP FLASHING
T e REPLACEMENT
o =1
SLOPE 1/4"/FOOT, TYPICAL ,
THERMOPLASTIC 34 FARNSWORTH STREET
NEW WOOD FRAMED —ff FLASHING BOSTON, MA 02210
INSULATION DOGHOUSE YAt MEMBRANE CLIENT:
EXISTING ROOF PENETRATION (TO REMAIN) PENETRATION BOX, Lo M EXISTING CHIMNEY TO '
INSTALL AND FLASH AS REMAIN.CUT AND POINT
- CLEAN & MECHANICALLY PREPARE SHOWN / 182 ALL ROOF SIDE MORTAR
/ N SURFACES OF EXISTING METAL WOOD L | |[eAcker RoD JOINTS 100% C U S H MAN AN D
ROOF PENETRATIONS BLOCKING v\:«\/§ AND SEALANT
NEW CONTINUOUS SEALANT % o A 4"MN. WAKE F I E L D
NEW MINERAL——_ ~_/ 7
§ 2 WOOL INSULATION ALY T ?g\’g l_?gé"\-/o;‘TTETROO'-ED
NEW S.S. HOSE CLAMP
T ————— 9 —F TURN NEW VAPOR RETARDER 99 H,;%%%ﬁlz,a& g2U1I1ToE 801
p / UP WALL AS SHOWN ’
_ NEW CONTINUOUS FULLY s 9 NEW COPPER REGLET |
= | Z VARIES ADHERED MEMBRANE FLASHING T - FLASHING WITH RECEIVER AND |
= " CLIP-ON COUNTER FLASHING
= WITH 2" WIDE CLIPS AT 8: O.C. |
THERMOPLASTIC™ |
CLAD METAL . f
_ 2" MIN. = :
& 7 E
I - NEW 3" CDX PLYWOOD — ® |
| 0>3 T AND CEDAR SHIM |
I Fas >3 SOLDER JOINT,TYPICAL
< = é o z I ~
| 28 0o SEES NEW COPPER “MINH——
] [¥p)] o .
| ] 292F 280 COPING CAP K
I iikegn < = " i ¥ 1l
I EQoH a ~ Qwl e e ———— =)
L [ [ [ [ 3
| A O A 4
\\ ) \ \%\\ o exemouooo roor ARIRARANERARARIRNRY RARIREARIRARIRY T (QO@«\O‘
g \\\ \\ \\ \\ N \\ \\ \\ \\ \ N \\ \\ \ \\ \\ \\ \\ \ $O ?\\>O
T EXISTING———  —_J LJ /Z__ NEW MINERAL xEXISTING WOOD 6"
MECHANICAL PIPING WOOL ROOF DECK O$
AND CONDUIT INSULATION (‘J
PENETRATIONS PROFESSIONAL
TYPICAL ROOF PENETRATION DETAIL PENETRATION DOGHOUSE NEW CHIMNEY REGLET FLASHING PREPARED BY A LICENSED ARCHITECT
8 0 > Yy g 5 0 > " g 2 0 > 2 g Any changes to this item can be a violation of the
=107 T ——— 3=10" e — =107 T —— law unless altered by a licensed architect. Any
alteration made to this item must be accompanied by
a specific description of change or changes made;
_\/\_ date change was made, as well as the seal of the
NEW OVERSIZED BACKER ROD licensed architect who made or oversaw the
changes.
| EXISTING UNISTRUT SUPPORT 3
NEW 3" CDX PLYWOOD
I NEW METAL COUNTERFLASHING FOR MECHANICAL DUCTWORK BY ‘ 25&?&&? OLDERED
| WITH 2" WIDE CLIPS AT 8" O.C. OTHERS SLOPE -
| EXISTING MECHANICAL -
| EQUIPMENT UNIT AND NEW 4x4 PRESSURE TREATED A, NEW CEDAR SHIM ey =2
| CURBS TO REMAIN WOOD SLEEPER SUPPORT. OR CLAPBOARD | z
| EXTEND SLEEPER A MINIMUM OF | =
| 6" BEYOND END LIMITS OF z
| NEW %" CDX PLYWOOD UNISTRUT SUPPORTS
.,T/ IS D feThL ~N NEW PVC MEMBRANE 09-27-22 | ISSUED FOR BID
| ROOF MANUFACTURERS i z ,/: MARK | DATE | DESCRIPTION
|ﬂf THERMOPLASTIC PROTECTIVE WALKWAY PAD o = g(L)EET' STEYAEIIQXI BEHIND 4 NEW37" CDXPLYWOOD SSUE.
| FLASHING MEMBRANE ] a : | _— EXISTING PLYWOOD TO REMAIN :
EXISTING WOOD NEW SEALANT A EXQI?I/::\II\IG WOOD 1x FURRING TO REMAIN CROJECT NG 22092
\ ‘ EXISTING BRICK ———| | — =T CHECKED BY: MSW
N A PP 8 . MASONRY TO I g S DRAWING SCALE: AS NOTED
| 9> 3 REMAIN | i
Q 30 ¢ NEW PVC I RS
g;ql % Y ROOF své-l E IQ SHEET TITLE:
S20 ASSEMBLY- O
| C<h REFER TO . gu ROOF
| 4 TsW 2/A-101 < . I = iy
O w = =
: EQ:II _— = \T\___\T\_T\_\\_it\_i % DETAILS
T T L S O R I U EXISTING 2" THICK \\\\\\\ I ) \ \ \ \ I
\\\\\\\\\\ I \\\\\\\\\\ I \\\ \\\ \\\ EXISTING WOOD TONGUE AND \\‘K \ K%\ K \ AN FINININVNY
NN NSNS NN NS SRS NN ROOF DECK GROOVE WOOD
ROOF DECK TO NEW MINERAL WOOL INSULATION
REMAIN
SHEET:
EXHAUST FAN CURB FLASHING/WORK BOX/DUCT CURB SIM; ROOF HATCH SIM 4 MECHANICAL DUCTWORK SLEEPER SUPPORTS PARAPET A-5O 1
7/ 3" 1' 0" 0 2“ 4II 8“ 3" 1' 0" 0 2" 4|l 8" 1 3" 1| 0" 0 2“ 4II 8“
=1 O g S o PR = = O g S
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